
Product Description

• 16-ch HD-TVI DVR
• Real-time live display
• Supports Analog & 720p/1080p HD-TVI cameras
• Multiple monitor outputs: HDMI, VGA, Composite
• Audio I/O
• Two USB2.0 ports (PC mouse, file copy)
• Alarm In/Out
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HDoCS™ HD-TVI Digital Video Recorder
P1600

• WebViewer
• Multi-site CMS
• Free multi-site / multi-channel mobile app: 
    Live and Playback configuration
• Free DDNS Service

Available ModelsTechnical Specifications

*Minimum System Requirements (Single site mode)
OS:
CPU:
Memory:
Video Card:
Network:

Windows 7 or Mac OS X 10.6
Core 2 Duo
2GB
1GB
100Mbps

Windows 7
Core i7
16GB
8GB
1Gbps

*Preferred System Requirements (Multi-site mode)
OS:
CPU:
Memory:
Video Card:
Network:
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Video Inputs

Monitor Outputs

Resolutions Supported

Live Monitor Display

Maximum recording rate per channel

# of HDDs supported

Audio In / Out

Alarm In / Out

Dimensions

Cable Distance - RG59

Power Requirement

Mobile App

WebViewer

CMS

HDMI & VGA & Composite

Analog / 720p / 1080p selectable per channel

30pps per channel

30pps @ 960H / 30pps @ 720p / 12pps @ 1080p

Upto 1000ft

100 - 240 VAC 5A (47/63HZ)

iPhone / iPad / Android Phone / Android Tablet

Windows PC

Windows PC

16

4

4 / 1

16 / 4

17.3 X 15 X 2.7 inches

HDoCS™ DVR DT-P1600
DT-P1620
DT-P1640
DT-P1680
DT-P16120
DT-P16160

Model Number HDD Capacity
2TB
4TB
8TB

12TB
16TB

*Limited support/functionality for Mac OS X Web Browser


