
Mounting Accessories (continued)

Angle Boxes

Security Lock Boxes

Mullion Mounting Brackets
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Accessories

KAW‑D
30˚ Angle Box 
for IX-BA, 
IX-DA, JF-DA, 
JK-DA, JO-DA, 
JP-DA, KB-DAR, 
or KB-DAR-M

SBX‑DV30
30˚ Angle Box 
for JK-DV, 
JF-DV, JO-DV, 
or JP-DV

SBX‑AXDV30
30˚ Angle Box 
for AX-DV 

Features (KAW-D)
•  Provides a better viewing 

angle for the camera
•  Compatible with Aiphone 

1-gang surface mount 
door stations

•  Angles 1-gang door 
stations outward by 30°

•  Can mount to either 
right or left of door

•  Hinged cover for 
mounting door station

Features
(SBX-DV30, SBX-AXDV30)
•  Provides a better viewing 

angle for the camera
•  Designed for angle mounting 

door stations outward by 30°
•  Applicable for wide or 

double door entrances

LB‑XDVF
Security Lock Box for 
AX-DV or AX-DVF 
(lock not included) 

Features
•  Lockable enclosure 

gives added protection 
to video door stations 
after business hours

•  Includes a mounting plate 
for surface mount models

•  Able to secure in 
open position with 
included “L” bracket

SBX‑LSP
Security Lock Box for 
AX-DVF-P, JF-DVF-HID, 
JK-DVF-AC, or JK-DVF-HID 
(lock not included) 

SBX‑LSE
Security Lock Box for JF-DV, 
JF-DVF, JK-DV, JK-DVF, JO-DV, 
JO-DVF, JP-DV, or JP-DVF 
(lock not included) 

LB‑SDVF
Security Lock Box for IS-DV, 
IS-SS, IS-DVF, IS-IPDV, 
IS-IPDVF, IX-DF, IX-DF-HID, 
IX-DF-RP10, or IX-SS 
(lock not included) 

Features (IS-MB, JK-MB)
•  Mounts compatible station 

to a door frame or mullion
•  Designed to fit unit precisely 

and conceals wiring inside
•  Can mount to either 

right or left of door

Features (KMB-45)
•  Compatible with Aiphone 

1-gang surface mount 
door stations

•  Mounts door stations to 
mullion with a 45° angle

•  Can mount to either 
right or left of door

•  Provides a better viewing 
angle for the camera

KMB‑45
45˚ Mullion Mounting 
Bracket for C-D, GT-D, 
IF-DA, IX-BA, IX-DA, 
JF-D, JF-DA, JK-DA, 
JO-DA, JP-DA, KB-DAR, 
KB-DAR-M, or LE-D

JK‑MB
Mullion 
Mounting 
Bracket for 
JF-DV, JK-DV, 
JO-DV, or JP-DV

IS‑MB
Mullion 
Mounting 
Bracket for 
IS-DV or 
IS-IPDV

Specifications
Material KAW-D: ABS plastic

SBX-DV30, SBX-AXDV30: 
18GA stainless steel

Mounting Surface mount directly 
to wall or 1-gang box

Specifications
Material  Aluminum

Mounting IS-MB, JK-MB: surface 
mount directly to mullion 
or 1-gang box

KMB-45: surface mount 
directly to side of mullion

Specifications
Material LB-SDVF, LB-XDVF: 

16GA stainless steel

SBX-LSE, SBX-LSP: 
18GA stainless steel

Mounting Surface mount directly to 
wall or flush mount using 
back box (included with 
flush mount door stations)


