
 

AE3/AE4 Enclosure

Installation Instructions 

1.0 Description 
The AE3 and AE4 Enclosures house many Bosch Security Systems, Inc. control panels and peripheral 
modules. These enclosures are compatible with an enclosure tamper switch, and can hold up to two 
batteries. Both the AE3 and AE4 are suitable for residential fire and burglary installations and commercial 
applications. 

2.0 Installation 
Refer to Figure 1 for enclosure details and mounting locations. 

 

Figure 1: AE3/AE4 Enclosure 
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1 - Enclosure mounting holes (2) 
2 - Wiring knockouts (3) 
3 - Control panel mounting location 
4 - Tamper switch mounting holes (3) 
5 - Transformer mounting holes (4) 

6 - Battery mounting locations (2) 
7 - Support post assembly 
8 - AE3/AE4 Enclosure 
9 - Printed circuit board (PCB) 
10 - Lockset location 
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3.0 Specifications 
 

Table 1: Specifications 

 

AE3 Enclosure AE4 Enclosure 

Dimensions (H x W x D) 20.5 in. x 15 in. x 3.5 in. 
(52 cm x 38 cm x 9 cm) 

Dimensions (H x W x D) 20.5 in. x 15 in. x 3.5 in.  
(52 cm x 38 cm x 9 cm) 

Color Grey Color Red 
Battery Size 7 Ah, 12 Ah, 18 Ah Battery Size 7 Ah, 12 Ah, 18 Ah 
Compatible Tamper 
Switch (optional) 

ICP-EZTS Compatible Tamper 
Switch  

ICP-EZTS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 


