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Specifications

Dimensions 
Unit: mm (inch)

Summary
Blackjack® P-RACK™ NVRs can record and manage single- and multi-

sensor IP cameras of any resolution, with an equivalent capacity of up 

to 64 2.1MP cameras at 30fps and a maximum of 360Mbps throughput. 

Standard features include Intel® i7®, Windows® 7 OS and 2x NIC cards. 

Blackjack® P-RACK™ NVRs can be configured with 3-18TB HDD and 

come with our 5 Year Limited Warranty.

Features
• Supports All ONVIF Conformant IP Cameras
• Storage options 3-18TB Internal Storage
• Record and manage single- and multi-sensor IP cameras of any 

resolution up to 64 2.1MP cameras at 30fps and a maximum of 

360Mbps throughput
• True HD, VGA and DVI Local Monitoring Outputs Ports
• Dual Network Ports
• Windows 7® 64 Bit or Linux® Ubuntu® 14.04 OS on Separate SSD
• USB Interface
• Hosting DW Spectrum for Setup, Configuration, Monitoring and 

Recording
• One-time Recording License Charge, Fully Transferable Between 

Cameras and Encoders
• One (1) DW-SPECTRUMLSC004 4-channel licenses included.
• No Annual Maintenance Fees
• Simple Enterprise Scalability
• Auto Device Discovery
• Dual Stream Recording
• Rail kit Included
• USB Mouse and Keyboard Included
• Designed, Assembled and Tested in the U.S.A.
• 5 Years Limited Warranty

DW-BJP1U

684.1 mm [26.93"]

440 mm [17.32"]

481.9 mm [19"]

43.65 mm [1.718"]

660 mm [26"]

: 866.446.3595                 : sales@dwcc.tv             : www.digital-watchdog.com

MODEL BLACKJACK P-RACK 1U

Maximum IP Cameras 64

Included IP Licenses 4

Form Factor Rack Mount 

Operating 
System

Windows® 7 64 Bit

OS on SSD 64GB SSD 

CPU 
 

Intel® i5® Processor

Option: DW-CPUI7 - Upgrade Processor to i7*

Memory 
 

8GB

Option DW-RME8 - Upgrade Memory to 16GB*

NIC 2x Gigabit Ethernet (RJ45)

System
“Max Video Storage
Rate (Mbps)”

360 Mbps

Storage
Maximum Hard Drives 3 x SATA HDD

Maximum Storage 18TB 

Video-Out

Outputs True HD Output or VGA or  DVI

Video Card GeForce 210 512MB

Option: DW-RV4H - 4 head HD Video Card*

Resolution HD 1080p

Pre-Loaded VMS Software DW Spectrum® IPVMS

Unlimited Remote Clients Cross Platform - Windows®, Linux® and Mac® 

Mobile Apps iOS® and Andriod® 

DW Spectrum IP Video Management 
Software

Industries most powerful VMS engine - with Intelligent HD dual  
stream management 

Automatic camera discovery - auto-detect and connect to 
1,000s of supported IP cameras at every resolution  ONVIF 
Profile S  conformant

Alarm Input / Relay Output and Audio recording supported 

Keyboard & Mouse Included 

Railkit Included 

Power 300W**

Operating Temperature and Humidity 5~40 °C / 20~90% RH

Dimension (WxDxH) (inches) 17.32” x 26.0” x 1.718” (440 x 660 x 43.65 mm)

Warranty 5 Year Limited 

* Available at time of initial order only.
** UPS Recommened 

Record up to
64 IP Cameras

64
Two NIC Cards
2x

Limited Warranty
5YEAR

3-18TB Storage

3-18TB

IPVMSHD Output

HD
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