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Disassemble the camera

Press the reset button for 5  seconds to return the 
set  to the  factory default .

Warning:
data

. If needed, please, make a note for further 
installation.
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Panning 345°



Cabling

l itch to c rough a single cable and begin i ing and recording images instantly.
 

transmission.
control the camera. Fol he illustra on

belo to connect the camera to a P nabled s itch using



Cabling

speaker.

microphone.

carefully.

Alarm utput 
It connects to the alarm lights, siren or lamps, and it is 

and gray+dot line of the larm able.
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Installa
emory Card

1

      insert the SD memory card  it’s upside  by force.

t

digital devices.

2
exposed end of the memory card 

to eject the memory card from 
the slot.

     Pressing too hard on the SD  card can cause the card to

     
memory card prior to  record to   cause damage to      
the data stored in the card.
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Region of interest function gives much more efficiency picture quality for indicated area to improve picture qualities of 
movement scene at the same bandwidth.

1 Stream -

2 Activation -

3 Quality -
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1 Codec -

2 Volume - 

3 Sample Rate -
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Use this function to mask areas that you want to hide on screen to protect privacy.

1 Activation -

2 Area -
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1 Sharpness -

2 Brightness -

3 Contrast - 

4 Saturation - 

5 Hue -
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1 Auto Exposure - 

2 Exposure Level -

3 AE metering -

4 Shutter peed -

5 Slow hutter evel -

6 Gain imit - 
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1 Day  ight
- Auto:
- Day:

- Night:

- Schedule: 

2 Color evel -

3 B / W evel - 

4 Transition ime -
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This is a feature used for problematic light conditions where the contrast from light to dark areas is very high.

1 WDR (Wide Dynamic Range) -
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1 Activation -

2 White alance ode -

3 RGB ain -
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1 3D Noise Reduction -

2 Mirror - 

3 Flip -
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1 Flicker -
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This menu will show information  



1  -

2 IP ddress -

3 Subnet ask -

4 Default ateway -

5 Preferred DNS erver -

6 Alternate DNS erver -

7 HTTP ort - 

8 HTTPS ort - 

9 RTSP ort -
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1 Authentication
None: 
WS - Usertoken:
WS - Usertoken + Digest:

2 Discovery Mode - 
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1 General etting - 

2 Friendly ame - 
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1 DDNS isable -

2 Public DDNS -
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To save image  to  FTP FTP needs to be .

1 General etting -

2 FTP erver ddress -

3 FTP pload ath -

4 FTP ort -

5 User ID -

6 Password -
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To send image  to E mail , SMTP needs to be setup.

1 General etting -

2 Mode -

3 SMTP Server Address - 

4 Port - 

5 User ID - 

6 Password -

7 E-Mail Sender -

8 E-Mail Receiver -

9 Title - 

10 Message -
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1 SNMPv1/SNMPv2 -

2 SNMP rap -

SNMPv3 contains cryptographic security, a higher security level, which allows you to set the Authentication password and the 
Encryption password.

3 Mode -

4 Activation - 

5 Read/ rite name - 

6 Security evel -

7 Authentication lgorithm -

8 Authentication assword -

9 Private- ey lgorithm - 

10 Private- ey assword -

11

4

5

3

6

7
8

9

10

11

2

1





1 Action rules ist -
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1  Name -

2 Action1 ~ Action5 -
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1 Pre / ost  larm mage -
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1 Relay utput

2 Mode

3 Idle tate 

4 Duration 
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1 Event ules ist -
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1 Name -

3 Rules - 
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2 Event -  



1 Motion Detection -

2 Area -

3 Activation -

4 Sensitivity - 
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1 Mode -

2 Threshold -

3 Temperature -
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1 Input evice etup -
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1 Target tream -

2

3 Recording ist -
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1 Enabled - 

2 Storage evice - 

3 File ype - 

4 Storage - 

5  - 

6 Pre uration - 

7 Post uration -
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1 Storage - 

2 Filter -

3

4 Recording ist -
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1 Storage ize -

2 Auto elete -

3 Overwrite -

4 Unmount -

5 Format -
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1 IP ddress ilter -

2 IP ilter ype - 

3

4 Filter IP ddress -

5 IP ddress - 
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1 RTSP uthentication -
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The feature is needed when connecting the camera to  network protected by the IEEE 802.1X. 

1

2 Protocol

3 EAPOL ersion -

4 ID - 

5 Password -

6 Verify -

7 CA ertificate -

8 Certificate -
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HTTPS encrypts session data over SSL or TLS protocols instead of using plain text in socket communications.

1 Certificate -

2 HTTPS connection olicy - 
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1 Server/ ient ertificates -

2 Create elf- igned ertificate -

3 Properties - 

4 Delete -

5 Create ertificate signing request -

6 Install ertificate -

7 CA ertificate -

8 Install CA ertificate -

9 Properties - 

10 Delete - 
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1

2

3

4 Select ile -

5 OK - 

6 Cancel -

7

8 Select le -

9 OK - 

10 Cancel -
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1 SSH - 
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1 Time one  -

2 Time ormat -

3 Current ate ime -

4 Synchronize with my computer -

5  manually -

6 Synchronize with time sever ime one (NTP) - 
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Daylight Saving Time (DST) is the practice of setting the clocks forward one hour from standard time during the summer months, 
and back again in the fall, in order to make better use of natural daylight.

1 General etting - 

2 Date ime ettings -
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1 Users - 

2 Add -

3 Modify - 

4 Delete -
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1 Filter -

2

3 System og ist - 
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1 Reset to the factory defaults -

2

All -

Except etwork ettings and ser ettings -
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This menu show  all ystem pen ource icense  in the camera. me
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Dimension

 125

92



Audio n/ ut

Alarm 

Video utput

1 / 1

Security

Plug in

CAMERA

Image ensor

Total ixels

Focal ength

Field ngle D : 41°~113°, H : 35°~96°, V : 20°~51° 

Day ight 

Other mage
rocessing

alance, 
harpness 

Auto

treaming 
erformance

Video itrate

Bitrate ontrol

 torage

Video ompression

GENERAL

Support anguages

Temperature

Weight

English








