






Your Single Source Provider 

Dealer Loyalty Programs 
Genesis dealers can earn rewards – including rebates 
and co-op dollars – for buying and installing Genesis 
Cable. The more you buy, the greater your rewards.

Toll-Free Customer Support 
We deliver confi dence by insuring prompt response and 
resolution when and where you need it. When you work 
with Genesis, you work with the best. 

3-for-1 Warranty 
At Genesis, we insure protection for you and your 
customers. If any cable fails to perform to spec, we’ll 
replace it – three units to one.  

In-Stock, Readily Available 
Genesis keeps your business running on schedule, 
with product availability from more than 10,000 
locations nationwide.  



Product Overview + Specifi cations 



Intrusion: Unshielded

AWG Number of 
Conductors Stranding Shield

DC
Resistance

(Ohms/1000')

Nominal
Capacitance 

(pF/ft.)

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/1000’)

Part 
Number

Plenum Rated (CMP/CL3P/FT6 Listed)

22 2 7 Strand Unshielded 16.90 26.0 0.116 8.7 3102

22 4 Solid Unshielded 18.00 17.6 0.120 12.8 3103

22 4 7 Strand Unshielded 16.90 26.0 0.133 14.4 3104

18 2 19 Strand Unshielded 6.66 32.2 0.148 16.0 3114

18 4 19 Strand Unshielded 6.66 32.2 0.172 28.3 3115

Riser Rated (CMR/CL3R/FT4 Listed)

22 2 Solid Unshielded 18.00 18.8 0.106 8.0 2101

22 2 7 Strand Unshielded 16.90 18.5 0.116 9.2 2102

22 4 Solid Unshielded 18.00 18.8 0.120 12.3 2103

22 4 7 Strand Unshielded 16.90 18.5 0.135 13.4 2104

18 2 19 Strand Unshielded 6.66 22.7 0.150 16.0 2114

18 4 19 Strand Unshielded 6.66 22.7 0.174 28.1 2115



Intrusion: Shielded

AWG Number of 
Conductors Stranding Shield

DC
Resistance

(Ohms/1000')

Nominal
Capacitance 

(pF/ft.)

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/1000’)

Part 
Number

Plenum Rated (CMP/CL3P/FT6 Listed)

22 2 7 strand Shielded 16.90 44.0 0.120 11.0 3202

22 4 7 strand Shielded 16.90 39.2 0.137 17.0 3204

18 2 19 strand Shielded 6.66 59.3 0.156 19.3 3214

18 4 19 strand Shielded 6.66 50.8 0.182 32.2 3215

Riser Rated (CMR/CL3R/FT4 Listed)

22 2 7 strand Shielded 16.90 32.0 0.120 9.6 2202

22 4 7 strand Shielded 16.90 28.2 0.141 15.6 2204

18 2 19 strand Shielded 6.66 42.9 0.154 18.7 2214

18 4 19 strand Shielded 6.66 36.3 0.180 31.4 2215



Access Control: PROFUSION®

AWG Number of 
Conductors Stranding Shield

DC
Resistance

(Ohms/1000')

Nominal
Capacitance 

(pF/ft.)

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/1000’)

Part 
Number

Plenum Rated (CMP/CL3P/FT6 Listed)

18 4 19 strand N/A 6.52 22.8

0.395 77.2 3195
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand N/A 16.90 24.3

22 4 7 strand N/A 16.90 24.3

18 4 19 strand Shielded 6.52 22.8

0.395 88.5 3295
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand Shielded 16.90 24.3

22 4 7 strand Shielded 16.90 24.3

Riser Rated (CMR/CL3R/FT4 Listed)

18 4 19 strand N/A 6.52 22.8

0.410 69.5 2195
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand N/A 16.90 24.3

22 4 7 strand N/A 16.90 24.3

18 4 19 strand Shielded 6.52 22.8

0.410 80.3 2295
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand Shielded 16.90 24.3

22 4 7 strand Shielded 16.90 24.3



Access Control: Composite

AWG Number of 
Conductors Stranding Shield

DC
Resistance

(Ohms/1000')

Nominal
Capacitance 

(pF/ft.)

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/1000’)

Part 
Number

Plenum Rated (CMP/CL3P/FT6 Listed)

18 4 19 strand N/A 6.52 22.8

0.350 89.0 3196
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand N/A 16.90 24.3

22 4 7 strand N/A 16.90 24.3

18 4 19 strand Shielded 6.52 22.8

0.400 100.8 3296
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand Shielded 16.90 24.3

22 4 7 strand Shielded 16.90 24.3

Riser Rated (CMR/CL3R/FT4 Listed)

18 4 19 strand N/A 6.52 22.8

0.350 83.1 2196
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand N/A 16.90 24.3

22 4 7 strand N/A 16.90 24.3

18 4 19 strand Shielded 6.52 22.8

0.390 96.2 2296
22 6 7 strand Shielded 16.90 24.3

22 2 7 strand Shielded 16.90 24.3

22 4 7 strand Shielded 16.90 24.3



Video Surveillance: Analog

Style Coaxial Shield

Recommended 
Video 

Transmission 
Limit (Feet)

Rating

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/1000’)

Part 
Number

18 AWG RG6 95% Bare Copper 1500 General Purpose (CL2) 0.275 42.0 5002

20 AWG Bare 
Copper RG59 95% Bare Copper 750 Plenum (CMP/FT6) 0.195 39.0 5351

20 AWG Bare 
Copper RG59 95% Bare Copper 750 Riser (CMR/FT4) 0.242 32.0 5301

20 AWG Bare 
Copper RG59 95% Bare Copper 750 General Purpose (CL2) 0.242 36.0 5001

20 AWG Bare 
Copper RG59

95% Copper Clad 
Aluminum 600 General Purpose (CL2) 0.242 30.0 6501

20 AWG Bare 
Copper RG59 + 
18/2 Siamese

95% Bare Copper 750 Plenum (CMP/FT6) 0.420 x 0.200 65.0 5355

20 AWG Bare 
Copper RG59 + 
18/2 Siamese

95% Bare Copper 750 General Purpose (CM/CL2) 0.420 x 0.245 60.0 5013

20 AWG Bare 
Copper RG59 + 
18/2 Siamese

95% Bare Copper 750 Water Resistant 0.421 x 0.245 65.0 5104

20 AWG Bare 
Copper RG59 + 
18/2 Siamese

95% Copper Clad 
Aluminum 600 General Purpose (CM/CL3) 0.425 x 0.240 42.8 6508

24 AWG Mini-
Coax 95% Bare Copper 375 General Purpose (CL2) 0.145 15.0 5020



Video Surveillance: IP

Number 
of Pairs

Center 
Spline

Bandwidth 
@ 100 

Meters

Bandwidth 
@ 30 

Meters

Recommended 
PoE Limit Rating

Nominal 
Outer

Diameter
(inches)

Average 
Weight

(Pounds/ 
1000’)

Part 
Number

Cat 6A Unshielded (U/UTP)

4 Yes 10 Gbps 40 Gbps 60W and above Plenum (CMP/FT6) 0.320 45.0 5393

4 Yes 10 Gbps 40 Gbps 60W and above Riser (CMR/FT4) 0.350 44.0 5193

Cat 6+ Shielded (F/UTP)

4 Yes 1 Gbps 10 Gbps Up to 60W Plenum (CMP/FT6) 0.275 45.0 5392

4 Yes 1 Gbps 10 Gbps Up to 60W Riser (CMR/FT4) 0.275 35.0 5192

Cat 6+ Unshielded (U/UTP)

4 Yes 1 Gbps 10 Gbps Up to 60W Plenum (CMP/FT6) 0.240 28.0 5102

4 Yes 1 Gbps 10 Gbps Up to 60W Riser (CMR/FT4) 0.240 25.0 5092

Cat 6 Unshielded (U/UTP)

4 No 1 Gbps 10 Gbps Up to 25.5W Plenum (CMP/FT6) 0.205 25.0 6361

4 No 1 Gbps 10 Gbps Up to 25.5W Riser (CMR/FT4) 0.205 24.0 6360

4 No 1 Gbps 10 Gbps Up to 25.5W Direct Burial 0.236 27.0 5110

4 No 1 Gbps 10 Gbps Up to 25.5W Water Resistant 0.235 27.0 5093

Cat 5e Shielded (F/UTP)

4 No 1 Gbps 1 Gbps Up to 12.95W Plenum (CMP/FT6) 0.230 33.0 5388

4 No 1 Gbps 1 Gbps Up to 12.95W Riser (CMR/FT4) 0.250 28.0 5178

Cat 5e Unshielded (U/UTP)

4 No 1 Gbps 1 Gbps Up to 12.95W Plenum (CMP/FT6) 0.200 21.0 5088

4 No 1 Gbps 1 Gbps Up to 12.95W Riser (CMR/FT4) 0.200 21.0 5078

4 No 1 Gbps 1 Gbps Up to 12.95W Direct Burial 0.281 23.0 5090

4 No 1 Gbps 1 Gbps Up to 12.95W Water Resistant 0.225 24.0 5097
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