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Explosion Proof Device Box Cover Blank
Instructions

Thank you for your purchase of the Larson Electronics EPD-DC-1G Device Box Cover Blank.
Standard Warning (General) 
WARNING: 
READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
CRITICAL SAFETY INSTRUCTIONS: 

• INSTALLATION SHOULD ONLY BE CONDUCTED BY A QUALIFIED ELECTRICIAN IN ACCORDANCE WITH 
NEC AND ANY RELEVANT LOCAL BUILDING CODES.

• BE CERTAIN ELECTRICAL POWER IS OFF BEFORE AND DURING INSTALLATION AND MAINTENANCE.
• TO PREVENT WIRING DAMAGE OR ABRASION, DO NOT EXPOSE WIRING TO EDGES OF SHEET METAL OR 

SHARP OBJECTS.

The EPD-DC-1G is an aluminum device cover blank. This cover is compatible with Larson Electronics EPD-DB-1G-D 
explosion proof device box. Ratings for this cover include:

Class I, Divisions 1 & 2, Groups C, D
Class l, Zones 1 & 2, Groups llB, IIA
Class II, Divisions 1 & 2, Groups E, F, G
Class Ill, Divisions 1 & 2
NEMA 7 (C, D), 9 (E, F, G)

Installation
The EPD-DC-1G Explosion Proof device cover blank is compatible with the 
Larson Electronics EPD-DB-1G-D Explosion Proof receptacle box (sold 
separately). The device cover blank is mounted to the receptacle box via 
the mount holes at each corner of the cover with 4 screws.

THESE INSTRUCTIONS MAY NOT COVER ALL DETAILS OR VARIATIONS OF THIS PRODUCT FOR YOUR EQUIPMENT OR INSTALLATION REQUIREMENTS. 
SHOULD FURTHER INFORMATION NOT COVERED BY THESE INSTRUCTIONS BE REQUIRED, PLEASE CONTACT LARSON ELECTRONICS BY EMAIL AT 
SALES@LARSONELECTRONICS.COM OR BY PHONE AT 1-800-369-6671 FOR FURTHER ASSISTANCE. 

PLEASE VISIT LARSONELECTRONICS.COM FOR WARRANTY AND RETURN INFORMATION.
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