
Optional Accessories

• Versatile speakers capable of being mounted as pendant, as wall 
  mount, or as ground mount/landscape speakers (optional mounting 
  kits required for wall/ground)

• Premium construction for commercial and residential installations

• Built-in selectable 70/25V transformer with settings of 32W, 16W, 8W, 
  4W and 8 Ohms (SP6PTB and SP6PTW only)

• Includes Pendant Mount accessories

• Optional mounting kit available for wall mounting or landscape 
  mounting speaker (Black speakers use SP6PMNTB which includes 
  black ground mount and black wall mount accessories, while white 
  speakers use SP6PMNT which includes black ground mount and 
  white wall mount accessories)

Contractor Elite 
Weather-Resistant 6” 70/25V 
Combination Speaker

SP6PB  Black 8 Ohms without transformer 

SP6PW  White 8 Ohms without transformer

SP6PTB  Black with transformer 

SP6PTW  White with transformer

Features

Speco Technologies is constantly developing and improving products.
We reserve the right to modify product design and specifications without notice 
and without incurring any obligation. Spec Rev. 8/5/16

800-645-5516 • Fax: 631-957-9142 or 631-957-3880 • specotech.com

Specifications SP6PB
RMS Power ......................... 32W
Max. Power.......................... 64W
Transformer Type ................ N/A
Transformer Power Taps ..... N/A
Termination Type ................. Phoenix Connector
Sensitivity (1W/1M) .............. 88dB
Maximum SPL ..................... 92dB
Magnet Size & Material ....... 15.5 oz. ferrite
Frequency Reponse Range ... 98Hz~20kHz
Disperson @ 1000Hz .......... 100°
Driver ................................... 6.5” Polypropylene Woofer, 
                                             1” Polyurethane Tweeter
Driver Impedance ................ 8 Ohms
Unit Dimensions .................. 8.1” (Dia.) x 12.6” (H)
Unit Weight .......................... 7 lbs.
Unit Material ........................ Polypropylene Composite
Unit Color............................. Black
Optional Mounting Kit .......... SP6PMNTB

SP6PW
32W
64W
N/A
N/A
Phoenix Connector
88dB
92dB
15.5 oz. ferrite
98Hz~20kHz
100°
6.5” Polypropylene Woofer, 
1” Polyurethane Tweeter
8 Ohms
8.1” (Dia.) x 12.6” (H)
7 lbs.
Polypropylene Composite
White
SP6PMNT

SP6PTB
32W
64W
70/25V
32, 16, 8, 4W and 8 Ohms
Phoenix Connector
88dB
92dB
15.5 oz. ferrite
98Hz~20kHz
100°
6.5” Polypropylene Woofer, 
1” Polyurethane Tweeter
8 Ohms
8.1” (Dia.) x 12.6” (H)
7 lbs.
Polypropylene Composite
Black
SP6PMNTB

SP6PTW
32W
64W
70/25V
32, 16, 8, 4W and 8 Ohms
Phoenix Connector
88dB
92dB
15.5 oz. ferrite
98Hz~20kHz
100°
6.5” Polypropylene Woofer, 
1” Polyurethane Tweeter
8 Ohms
8.1” (Dia.) x 12.6” (H)
7 lbs.
Polypropylene Composite
White
SP6PMNT

SP6PMNTB
Black ground mount & 
black wall mount

SP6PMNT
Black ground mount & 
white wall mount

           Available from A1 Security Cameras 
www.a1securitycameras.com  email: sales@a1securitycameras.com




